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Heat Resistant Glass Reflectors
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Type: R8462 R8429 WR60
Order no.: 6410 6411 6425
Mounting: M6x15 95.2 M6x10
max. Temperature: <120°C <120°C <200°C Heat
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Type: WR40x115W
Order no.: 6422
Mounting: 2xM6x10
max. Temperature: uncooled: <200°C
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Type: WR40x150W
Order no.: 6424
Mounting: 2xM6x10
max. Temperature: uncooled: <200°C
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Type: GR50S
) Order no.: 6430
~ Mounting: M6x10 Scale 1:2.5
e max. Temperature: <160°C o
o
\8, Note: For reflectors with a round cross—section dust protective tubes are available.

For reflectors of type WR60 and GR50S cooling water flanges are also available.
The permissible temperature load when using water cooling depends mainly on
the flow rate and the feed temperature of the water.

The design and make of the devices and their electronics are intellectual property of the company "Fotoelektrik Pauly GmbH & Co. KG". Internal circuit diagrams can,
for copyright reasons, not be given therefore. Subject to technical alterations. Errors excepted. The reprinting of this data sheet or the copying of extracts from it are
allowed only with the approval of the "Fotoelektrik Pauly GmbH & Co. KG” and with an indication of the sources used. Infringements are punishable by law.
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